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How To Install The X3LCD 


All you need is the X3 Modchip and the X3LCD screen. Follow the 
pictures below for an easy step-by-step process. This tutorial 
assumes you have already fitted your Xecuter 3 modchip. No 

soldering is involved when fitting the X3LCD. 





First of all this is the X3LCD kit. You get the custom manufactured LCD 
screen and the i/o cable to connect the X3LCD to the X3 Modchip. 
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The X3 Modchip has hardware controlled contrast adjuster. Also note where 
the LCD I/O Cable plugs into the mod. 
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This is where the LCD I/O Cable plugs into the X3. 
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You now need to enable the X3LCD in X3 Config Live. This is what your first 
screen should look like - select "Settings" 


Dip Bank Select: 1 - 4 
C: 0.36 GB.E: 4.73 GB F: 85.56 GB 


Network Setup 
Video Regions 
Video Modes 
LCD Settings 
Fan Speed 
Set Date/Time 
Password Protection 
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Select "LCD Settings" 


Dip’BankSelect: 1 - 4 
C: 0.36 GB E: 4.75 GB F: 85.56 GB 


Enable LCD Output = Disabled 
LCD Brightness 
LCD Message : www.teamxecuter.com 
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The LCD screen is turned off by default. Press "A" to enable it. 


Dip Bank Select: 1 - 4 
C: 0.36 GB E: 4.75 GB F: 85.56 GB 


Enable LCD Output = Enabled 
LCD Brightness 
LCD Message : www.teamxecuter.com 
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Now the LCD is enabled. The LCD brightness level is set to 100% by default 
as this looks the best. However you can adjust it if you wish to. 
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C: 0.36 GB E: 4:74 GB F: 85.56 G 


Enable LCD Output = Enabled 
LCD.Brightness 
LCD Message : www.teamxecuter.com 
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You can even customize the startup text to say anything you like. 


(Y)= Store (B) = Cancel 
(X) = Delete (Trigger) = shift 
fg 
ane 
<i xbe 
SPACE 


www.teamxecuter.com 
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You are allowed 19 characters. Use your imagination ;) 





This should give you an idea of how Xecuter customers are fitting the LCD 
screens. They all seem to be using Dremmels to cut out the hole. Make sure 
you protect the back of the X3LCD against any shorts when fitting to the 
Xbox. Physical damage from shorts will not be subject to a warranty. 


